PERINI / FOR BEAUTIFUL TILES AND DESIGN

TERRAZZO TILES
Terrazzo is a composite material used for floor and wall treatments. Our terrazzo tile collections are incredibly hard
wearing and durable. They consist of chips of marble, quartz, granite, glass and other suitable material. It is poured with
a cementitious binder, polymeric, or a combination of both.

CHARACTERISTICS
As with all natural stone, chips and marble pieces in the terrazzo can vary in colour, tone and pattern
Terrazzo tiles are normally available in 15mm or 20mm thickness
Terrazzo is incredibly hard-wearing and durable but it still needs to be protected from spills and stains.
So versatile, terrazzo are available in various size chips and colours.
Terrazzo tiles are available in either honed or polished

SEALING
While terrazzo is hard wearing and able to withstand heavy foot traffic, it is still porous therefore sealing is highly
recommended to protect from stains and absorption
It is a good idea to seal tiles prior to installation so as to protect from staining from glues and grout.
Sealing is also recommended after tiles have been installed and grouted
Ensure tiles are perfectly clean and dry before sealing

INSTALLATION & GROUT
Consider your grout colour carefully. We recommend using Mapei cement grouts for terrazzo tiles.
Ensure your tiler has experience installing Terrazzo and blends tiles before installing
After installation, tiles must be completely clean and dry prior to sealing again

CLEANING & MAINTENANCE
For cleaning and long term maintenance of your terrazzo tiles we recommend using Lithofin cleaning products (please
see next page for options available)
Do not use bleach, vinegar or any harsh or acidic chemicals or cleaners
All-purpose cleaners that contain crystallizing salts, alkali or acids should be avoided
Avoid harsh or abrasive cleaning pads
The right care system from the onset will ensure your terrazzo tiles maintain their beautiful appearance for many years.
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TERRAZZO TILES
CLEANING & MAINTENANCE

Method Statement No.31

Cleaning - Protecting - Maintaining
Terrazzo honed, polished -indoorsTerrazzo is a concrete stone that is most commonly poured on site. There are, however, also Terrazzo tiles.
The base material concrete is mixed with bits of natural stone whose type, colour and size determine the
appearance of the surface. Choosing the right care system from the beginning will maintain the surface's
appearance for many years.

Overview of the 3 Steps

1

for more detailed instructions, please refer to Page 2

Initial cleaning of newly installed surfaces
Lithofin MN Power-Clean removes stubborn dirt, greasy residues and many other types of dirt.

Dilute product 1:10
with water.

Coverage:
1Ltr./100 m²

Wipe or brush the
surface with solution
and allow to work for
10 minutes.

Rinse well with clear
water.

Do not use acidic
cleaners.

Soak any grout
residues with
undiluted product and
scrub with a white
nylon pad.

Allow the surface to
dry.

Necessary equipment: bucket, broom, white nylon pad with scrubber and wet-and-dry vacuum

2

Protecting against stains
Lithofin MN Stain-Stop -invisible- protects against oil and water and simplifies maintenance.

Please note.

Coverage:
1Ltr./15m²

Pour product in a
basin or bucket.

Evenly apply with a
lamb’s wool
applicator. Repeat in
10 minutes.

Remove all excess
product with a
squeegee and a clean
dry towel.

Allow to dry.Do not
walk on surface for
approx. 45 minutes.

Protect from water for
24 hours.

Necessary equipment: bucket, lamb’s wool applicator, squeegee, towel.
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3

Regular maintenance
Lithofin MN Easy-Care maintains terrazzo surfaces.

Add one squirt (20ml)
to one bucket of
water.

Wipe surface with
solution. Do not rinse.

Allow to dry. Do not
walk on surface
during drying time.

Necessary equipment: bucket, micro-fibre mop

Please follow the detailed instructions on the product labels.

615 Bridge Rd. Richmond VIC. 3121 | Ph. (03) 9421 0550 | E: info@perini.com.au | W: www.perini.com.au

